Bedienungsanleitung

CC-95

Intel Sockel
1700/1200/1156/
1155/1151/1150

AMD Sockel
AMS/AMA/AM3(+)/
AM2(+)/FM2/FM1
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1, Viermesiden S wihrend des Beinebs das Banlibren des Lifiers mit Gegenstdnden
klachden oder Verlelzungen 2u vermsaiden,

1. Sicherheitshinweise

odir dar Hindan, um Produl

2. Vermeiden Sie ein Verschiucken der Wirmalaiipasie sowie den Kontak zur Haul

Mach Verschlucken oder aufinslenden Haulirmtalionan konsulliensn Sie bitle sclon
lhren Arzt.

3, Wir empiohien das Tragen von Handschuhan wihrend dar Instaliation.

4, Oberméafiger Krafiensatz kann zu Schiiden am Kihler bzw. am System fhron,

5. Halten Sie dies Produkl von Kindern fam.
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s bl LC-CC-95
Material | KugferAluminium
Gewicht| 288g
Malle | 127 (L) x 133 (B) x 61 (H) mm
Lagerarl| Hydrodynamisch (FDB)
UpM | 1100~1800UpM £ 10%
Lifter Gerdusch | 20~328(a) £ 15%
Elng:‘nqs- 12v
Funkfion | PWM-Kontrolle
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Badienungsanbaitung Wirmeleitpaste
4. Installationsvoraussetzungen
1) Platzbedarf

Um den Kihler zu installanan, bendligen Sie sine unverspestie Fligche van
130 x 65 x 135 mm, mit dem Prozessar als zeniralem wnmm
hnsbyd-dluknpummmww-mqﬂpd_

dan bendtiglen Raum hinsinragen.

2) Entternung des Airducts

Bilte entferman Sie vor der Irstallation den Alrduct des Gehduses. wenn dieser
In den vom Kinlar benéSgien Rasm hinsinragt.
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3) Ausrichtung des Kihlers

‘Wi in der Lnleven Skizze gezedgl, wird amplohlen, dan Kiikker 50 Zu netel-
lieren, dass die Lufl vorn Kihler aus in Richiung des hinteren Endes des
Gahduses sirdmen kann. um diesas dor zu vesiassen (2.5. Gehbuseilifer).

* Dt empfohiane Ausrichiung des Kinkess kann je nach Marboard. oder
Cuahlimirmodel varsnn

5. Installation

1) Intel1200/1150/1151 11155/ 1156 { 1700Instaliation

(T Instalieren Sie u-_m::;wm antsprechend des Sockelfypes Tires
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Sockel .-SD&.E{"W.[.]/C.!'

1150/1151/1155/
1156/1200

[ Richten Sie de ROckpiatts am Mainboard aus und befestigan Ske sis mt
den Pushpins.

@mmunwmwmw Verurreinigung.
Bringan Sie danach sina angemasseana Menge an Wirmelaiipasie an der
Unterssita des Prosessors und an der Urierseile des. Kihlerbodens an und
vartilon Sie dinse

E

Sie die beiden Botzen auf dem Clip und nchien Sie sie 50 aus, dass
den Inel-Sockel passen. Ziehen Sie die Bolzen danach nur zur
windar an
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Platziarung der inted-Sockel-Balzen
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den Kismmen Sie den Cip fest. Ziehen Sie dann die Bolzen gleichmailig mil
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1) Martindan S den 4-Pin-Anschiuss des Kilbiers mit dem Procassarifisranschiuss
dees Mainboards (CPL Fan),
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/N Achtung -
Die PWM-Funkiion hingt van den BIOS-Enstellungen des Mainbaards: ab.

2) AMD AMS/AMA/AM3(+)/AM2(« /FM2/FM1 Installation

il mmdummmmmnmwmmm Bf“W
Sie danach sine angemessene Menge an Wi der Unierseits des.
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@) Lisen Sie die beiden Boleen aul dem Clip und richien Sie sie o aus, dass
sie aul den AMD-Scckel passen. Zehen Sie die Bolzen danach nur zur
Haifie wisdar an_

Platzisring der AMD-Sockal-Bolzan

3 Instalieren Sie den Kihler wie aul der Skizzepazeigh suf dem Clip und verbinden
Sia den kdamman Sie den Clhip fest. Dehen Sie dann die Batzan ghalchmallg mit &
nigen Umdrshungen an.

(@) Verbinden Sie den 4-Pir-Anschiuss des Khhlers mit dem Prozessoriferanschiuss
das Mainboards {SPL Fan)
B
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[—NP\'M#W héingt von den BIOS-Einstelungan des Mainboarss ab. J
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Intel Sockel
1700/1200/1156/
1155/1151/1150

AMD Sockel
AMS/AMA/ANS(+)/
AM2(+)/FM2/FM1
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W |C-p0\NEI’.COITI

L]

Z)

3
4)

L]

n

[

8

Disclaimer)

1. Precautions

Avoid inserting objects or hands into the fan while it is in operation
to prevent product damage and injuries.

Do not ingest the Thermal Grease, and avold ks condact with skin and
eyes, If contact i mace with skin, wash off with water. if ingested or
irilation persists. seek madical attention,

To prevent possible injuries, gloves must be wormn while handling this
produel.

Excessive force exerted on the fan may cause damage to the fan and/
oF Syalem.

Usa and kieep product away from reach of children

Check the components list and candition of the produst before
instaflation, If any problem is found, contact the retailer to cbiain a
replacement

During transportation of the systermn, the cooler must be removed,
Zalman is not respansible for any damages that occur during the
transpart of & system.
Product design and specifications may be revised o improve quality
and performanca.
Enable PWM funclion in BIOS seflings aler installation.

LC-Power it not responsible for any damages dus
1o axtemal causes, mcheding but not limibed io, mproper use,
jprobéems with electrical power, accidant, neglect, alteration,
repar, or testing.

2. Specifications
o Bodit LC-CC-95
Baterial CopperMuminium
Weight 2889
Dimansions 127 (1) x 133 (w) % 61 (h) mm
Boaring-Type Fiuid dynamic (FDB)
RPM 1,400~2,800rpm  10%
Fan Molse Level 20~32dB(A) £ 15%
Input Violtage 12v
Function PWM Control
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4. Installation Requirements

1) Space Requirements
The coaler's installation requires an unochsirucied space of 130m{widih),
B5milength), and 135mm{haight], with the CPLU as a central reference
point. Please chack if components such as ODDs and PSU profrude into
tha reguired space.

2) Air Guide Removal
Air guides on enclosures musi be removed before the cooler's
installation since they protrude nto the coolar's required space

@)

3) Cooler Orientation

Az shown in the diagram balow, t is recommandad that ihe coolor ba

instaliad 50 that air fiows from the coolar toward tha enclosura’s rear

exhaust fan to ba releasad.

# Recommeanded coolar orientation may differ according 1o the
matherboard modal,

5. Installation

Inted 1200 /1150/1151 1155/ 1156 / 1700installation
T} install the Clip Support 1o tha motherboard according o the socket-
type. (See disgram)

Socket Socket 1700
1150/1151/11585/
1156/1200

& Align the Clip Support o the motherboard and fasten wilh the
Pushpins,

& Clear off any particles or residue from the CPU's suface. Then
spread & thorough layer of Thermal Grease on the CPLU and the base
al ihe coodar.

& Completely unfasten the 2 bolts already assembled on the ol and adjust
the position ta fit the intel socked. When reassambiing tha balt, ba sure 1o
assemble only half way of the total kength.

Location of intel Sockat boits

() In=1al tha cooler on the Clp SUppon a8 shown in The piciure and conmect he
lug slol of the dip on 1o the lug on the cip suppart. Then fasten the bolts an
each side a faw tums at a time,
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{L Caution :

Tha PN fam's oparation will vary depending on ths matherboard's BIOS sattings. J

2) AMD AMS/AMATAM3|+ ) AMZ(+ )/FMZ/FM1 installation

(T Clear off any particles or residug from the CPU's surlaca. Then spread a
thosough tayer of Thermal Grease on the CPU and the base of the cooler.

@ Complataly unfasten the 2 bolts already assembled on the clip and adjust
the position 1o fit tha AMD socked. Whan resssembling the boll, be sune to
assemibe only hall way of the total length,

Location of AMD Sockat bolts

2 Install the cooler on the Clip suppar as shown in the piclure and connedt the
lug siat of the clip on o the lug on the clip supporl. Then fasten tha bolls on
wach sida a few tums at a tima.

@ Connect the cooler's 4-pin connector 1o the motherbeard's CPU Fan header,
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[ﬁ, Caution
The PWM fan’s cperation will vary depending on fw motherbosrd’s BIOS sefiings.




